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Applications:
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Casting
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Durable Stainless

Steel Sheath
Multi-Layer Construction

Digital Zoom

IN STOCK! 

Starting at
$2,495

WiFi

Temp Sensor
Overnight Delivery

1MP HD

Camera

Full Range

Articulation

Benchtop Stand

Magnet 
Holds 20lb

Dual View

Dual View Option
Straight and Side 

View Camera

Two 

Cameras

Hawkeye® X-PLOR HD Video Borescopes (Straight View)

Diameter Length Direction of View Model # Price

3.9mm (.154”) 1.5 meter (4’11”) 0° HXVB-3915 $2,495

6.0mm (.236”) 1.5 meter (4’11”) 0° HXVB-6015 $2,495

Hawkeye® X-PLOR HD Video Borescopes (Dual View)

Diameter Length Direction of View Model # Price

3.9mm (.154”) 1.5 meter (4’11”) 0° and 90° HXVB-3915D $3,995



Dual View Option
Straight and Side 

View Camera

Hawkeye® X-PLOR HD Video Borescope Specifications

Diameter 3.9 and 6.0mm (.154 and .236”) (+.2 / -.2mm)

Length 1.5meter (4’11”)

Articulation 150° min (+/- 10°) in all 4 directions (360° Full Articulation)

Field-of-View Straight View: 110° Diagonal (+/- 10°)

Dual View: Straight View (120°, Side View: 100°) (+/- 10°)

Depth-of-Field Straight View: 3.9mm 5mm – infinity, 6mm: 8mm – infinity

Dual View: Straight View: 3mm – infinity, Side View: 4 to 50mm

Direction of View 0°, Dual View (0° and 90°)

Sheath Stainless Steel Braid – Multi Layer Construction

Camera 1MP Color CMOS 

Display 5” HD Display

Tip Length 3.9mm 12.5mm SS Tip (28mm to Articulation) : 6.0mm 12.5mm SS 

Tip (32mm to Articulation), Dual View: 17mm SS Tip (28mm To 

Articulation)

Illumination Integrated White LED (8 Stage High Intensity LED Light 

Adjustment)

Interfaces HDMI, USB-C, Micro-SD Card (32GB included, 128GB max)

Battery 4hr run time, Rechargeable Li-Ion

Recording Media JPEG, MOV

WiFi X-PLOR App (Android) DVRunning2 App (Apple)

Temperature Rating Storage -20° to -60°c (-4° to 140°f), Operating -20° to 50°c (-4° to 

122°f) (Tip Temp Sensor)

Software Image and Video Capture, Digital Zoom, Image Flipping, Analog 

Ruler Overlay, Image and Video Playback, Tip Temp Sensor, Wifi

Environmental Host: IP54, Tube: IP67, Humidity max 90%, no condensation
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Casting Inspection with 6mm HXVB6015

Hawkeye® X-PLOR using WiFi

Android

Kits Include: 
• Hawkeye® X-PLOR Video Borescope

• Micro SD Card

• Micro SD Card Reader

• HDMI Cable

• USBC Media/Charging Cable

• Neck Strap

• Tabletop Stand

• Rechargeable Battery

• Storage Carrying Case

Press to Change 

Camera View

Straight View Side View
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